e Highly visible, easy-to-read
lights and displays

e Rugged construction and
ergonomic design

e Wide range of light and
display modules to
accommodate all types of
configurations

e |Intelligent track-based
modules with built-in
diagnostics and easy
troubleshooting

e 365-24-7 in-house technical
support

e Highly visible and
easy-to-read modules
increase accuracy and
virtually eliminate operator
pick errors

e Light speed operation and
rugged construction increase
productivity and allow order
pickers to pick as fast as they
can move

e FEasy-to-use system requires
minimal order picker training

e Durable construction and 24-7
support minimizes downtime
and increases reliability
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The Trak3 pick-to-light hardware system from FKI Logistex represents the latest in
light-directed technology for picking and putting. The cableless track-based system provides
flexibility with modular snap-in devices that can be positioned to accommodate all types of
configurations. In addition, the cableless design allows for easy alignment and
reconfiguration. The FKI Logistex Trak3 pick-to-light hardware system can be installed on any
rack or shelving and offers a wide selection of light and display modules that can be tailored
for your specific requirements.

Visible from all locations of the order fillers zone, the Trak3 bright lights, LED displays and
flashing indicators draw the attention of the order picker and provide direction to the right pick
locations and show the correct pick quantity. Rugged pushbuttons acknowledge the pick
confirmation and the keypad on each module allows for adjustments when required.

The ergonomic design, high visibility and durability of Trak3 pick-to-light hardware from FKI
Logistex enable higher productivity and accuracy through a wide array of features:

* Bright, easy-to-read, large character LED displays

* Rugged metal and composite construction

« Cableless track design provides system layout flexibility and easy adjustment or
reconfiguration

» Each device is software addressable with built-in diagnostics that can run at the device
and/or the network level

* Aluminum extrusion for mounting to any type of shelving or racking includes a cover plate
for a clean look and protection from dirt and moisture
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* Reliable snap-in installation prevents devices from being dislodged when unloading or
replenishing

» Compact form factor allows dense placement and precise alignment with the location
* Bright LED indicator lights can be set to flash or strobe to draw attention to the pick location
* Robust elastomer keypad design allows adjustments or inquiries at each location

» Rugged acknowledgement buttons with redundant elastomer actuators for reliability
respond to light finger pressure and provide tactile feedback

» Each module can be configured as a single or dual location

* An integrated system of full range of light and display devices with accessories

* Dedicated hi-speed device level controller and software

* Node level connector modules provide isolation and trouble shooting

The FKI Logistex Trak3 pick-to-light hardware system is driven by a high-speed controller,
and can be coupled with the industry-leading full featured FKI Logistex EASYpick Order
Fulfillment Software or the scalable FKI Logistex Warehouse Software Suite. FKI Logistex
application software can be customized based on your unique requirements and will augment
your existing WMS or ERP system providing advanced planning, management and reporting
tools to optimize your light directed operation..

FKI Logistex support personnel are available at any time, wherever your facility is located.
Our qualified engineers provide full service through our toll-free number, 24 hours a day,
seven days a week.

A _
RRVEN FKI Logistex

THE AMERICAS +1 877 935 4564 EUROPE +44 870 350 3055 ASIA PACIFIC +86 21 62522211




Trak3™ Pick-to-Light
Hardware System

Location device specifications

* Four-digit LED characters or six-digit LED red and/or green characters
* 20 mm (.75 in) alphanumeric LEDs

* Dual location up-down and left-right picking support

* Aluminum construction

» Composite and elastomer actuator buttons

Bay Display

* 12 or 16 alphanumeric LED characters

* Integral six-button keypad for inquiries and adjustments
* Optional remote keypad

Vertical Location Display

* Four-digit alphanumeric display

* Integral six-button keypad for inquiries and adjustments

+ Self-contained and optimized for left-right pallet position picking

Data communication and power delivery

* Plug in bus design

* Four conductor track with RS485 communication

* Distributed network and node isolation

* Industrial grade controller in prewired Nema12 enclosure

* 600W or 1000W industrial power supplies in prewired Nema12 enclosure

Support for tethered scanners or optional wireless or RF scanners
* Motorola, LXE, Intermec, PSC
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e Apparel Warehousing & Distribution
e Automotive Aftermarket

e Cold & Frozen Foods Distribution

e E-commerce

e Electronics & Small Appliance Distribution
e Food & Beverage Distribution

e Health & Beauty

e Mail-Order Fulfillment

e Pharmaceuticals Distribution

e Publishing Distribution

e Retail Distribution

e Third Party Logistics

All measurements are approximate.
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